
 

Effluent Time Unit – Battery 

A MARKET LEADER IN THE DESIGN AND MANUFACTURE OF CHEMICAL DOSING SYSTEMS 

Effluent Treatment Dosing Unit  
 

This is a single pump dosing unit, which is designed for dispens-

ing  chemicals at pre determined times. 
 

Application 

 

This unit will automatically dose effluent treatment chemicals 

into grease traps , septic tanks and drains. In addition this unit 

can also be used for water treatment additives in swimming 

pool or other timed release chemical requirements. 
 

Operation 
 

The Effluent Unit is controlled by a digital timing clock. This unit can be programmed for 

automatic pump dosing at selected daily times with manual override. The clock may be set 

for maximum of up to 8 ON  and OFF switching cycles per day. The amount of product     

injected depends upon the time that the pump runs, this can be adjusted in the clock time 

in steps of one minute, and the speed of the pump, adjusted internally.   
 

Specification 
 

IP55 plastic box    

Size: 170 x 140 x 130 mm  

Weight: 1.5Kg (with batteries)    

Supply: 7.5V dc  

Delivery rate: 40 to 185 ml. per minute. 

 

Installation kit & batteries supplied 

 
Requirements 

 

5 off MN1300 Duracell batteries. 

 

    We manufacture all units in England to ISO9001 Quality Controlled environment. 

    All products are manufactured to European Standards and carry the CE mark.  

    All rfe electronics and pumps except peristaltic tubes carry one year warranty.  
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